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Simple, firm and durable appearance design style, stainless steel panel with alloy steel lining composite structure.

Industrial grade motherboard design,Fully automatic SMI process,surface three-proof special treatment of high 

safety lock body, using the anti-interference function of American standard five-tongue lock body, can rotate the

indoor knob.

SIZE（MM）�

308

77 20

Model� SL-HBRFU

Emergency�interface Bring�your�own�doorbell

Material 304�stainless�steel�+�inner�steel�plate

Colour Black�



SL-HBRFU�Edition

Indoor lock Outdoor lock

 PARAMETER

Model SL-HBRFU�Edition Method Non-contact�induction�type

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

�Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

（Customized�according�to�customer�requirements）



SL-HARF�Gold SL-HARF�Silver

SL-HBRF�Silver

SL-HARF�Red�Bronze

SL-HBRF�Gold SL-HBRF�Red�Bronze SL-HBRF�Black

SL-HARF�Black

�SL-HBRFU�Gold �����SL-HBRFU�Silver� �����������������SL-HBRFU�Red�Bronze� � � SL-HBRFU�Black



SL-HA2RF--Styled�hotel�lock
Redefining door lock with science and technology, 

enjoying the design of life industrial motherboard and fully automatic SMI process.

SIZE（MM）���

310

75

Model SL-HA2RF

Material

Colour Silver

201�stainless�steel�+�inner�steel�plate

Emergency�interface



SL-HA2RF�Series

SL-HA2RF-BLACK�������������S�L�-HA2RF-Silver SL-HA2RF-Red�Bronze SL-HA2RF-Gold

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

Model SL-HA2RF Method Non-contact�induction�type

Size 310*75MM Colour Silver.�Gold.Black.Red�Bronze



SL-HCRF�Gold SL-HCRF�Silver SL-HCRF�Red�Bronze

SL-HDRF�Silver SL-HDRF�Red�Bronze

SL-HERF�Silver SL-HERF�Section�Red�Bronze

SL-HDRF�Gold SL-HDRF�Black

SL-HERF�Gold SL-HERFBlack

SL-HCRF�Black



SL-H508--Luxury�fashion
Originated from the minimalist design concept, it perfectly combines the classic black mirror with the stainless steel� 

frame to highlight the fashionable and dynamic atmosphere.

SIZE（MM）���

300

75

Model SL-H508

Material SUS�304�

Colour Gold



SL-H508-Gold SL-H508-Silver SL-H508-Black

SL-H508�series

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

PARAMETER

Model SL-H508 Method Non-contact�induction�type

Size 300*75MM Colour Silver.�Gold.Black



SL-HA5-Black SL-HA5-GoldSL-HA5-Silver

SUS304

Size 280*73MM

SUS304

Size 306*75MM

Material

Material

SL-H152-Silver SL-H152-Black SL-H152-Red�Bronze� SL-H152-Gold



SL-HA8--Light�luxury�fashion
Originated from the minimalist design concept, the perfect combination of square handle 

and�lock�body�highlights�the�fashionable�and�dynamic�atmosphere.-A8RF。

SIZE（MM）���

300

75

Model SL-HA8

Material Ti�Al�alloy

Colour Silver�



SL-HA8�Series

SL-HA8-GoldSL-HA8-Silver

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

SL-HA8-Black�

PARAMETER

Model SL-HA8 Method Non-contact�induction�type

Size 300*75MM Colour Silver.�Gold.Black



SL-HA6-Gold SL-HA6-Silver SL-HA6-Black

Ti�Al�alloy

Size 300*75MM

Material

SL-HA12-Gold SL-HA12-Silver SL-HA12-Black

Kirsite

Size 300*75MM

Material



300

70 15

SL-HA9--Curve�design,�fashion�and�luxury
Zinc alloy material is made by special grinding process. It is corrosion-resistant, abrasion 
resistant and has good brightness.

SIZE（MM）���

Model SL-HA9

Material Kirsite

Colour Silver



SL-HA9�series

SL-HA9-Silver SL-HA9-Rose�Red SL-HA9-Gold

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

SL-HA9-Black�

PARAMETER

Model SL-HA9 Method Non-contact�induction�type

Size 300*70MM Colour Silver.�Rose�red.Black.gold



SL-HD2--Luxury�fashion
304 stainless steel integrated design, industrial grade main board design, electroplating + wire drawing process,�
quality comes from focus,Real material, indestructible.

SIZE（MM）���

Model SL-HD2

Material SUS�304�

Colour Silver

330

75 20



SL-HD2�series

SL-HD2-Silver SL-HD2-Red�bronze

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

SL-HD2-Black�

PARAMETER

Model SL-HD2 Method Non-contact�induction�type

Size 330*75MM Colour Silver.�Red�bronze.Black



SL-HD3-Black SL-HD3-Silver SL-HD3-Red�Bronze

SUS304

Size 340*70MM

Material

Kirsite

Size 280*72MM

Lock�body� 2#CS

Material

SL-H605-Gold���������������SL-H605-Sliver���������������SL-H605-Red�Bronze�



SL-HD9--A�flagship�fashion�star
Simple, firm and durable appearance design style, stainless steel panel with alloy steel lining composite structure. 

Industrial grade motherboard design,With the integrated design of zinc alloy, fashion can return to simplicity. The 

lines are soft, radian and easy to handle.

SIZE（MM）���

Emergency�interface Bring�your�own�doorbell

Model SL-HD9

Material Kirsite

Colour Grey

欢迎光临

350

70



SL-HD9�series

SL-HD9-Black SL-HD9-Grey

（Customized�according�to�customer�requirements）

PARAMETER

Model SL-HD9 Method Non-contact�induction�type

Unlock Sensor�cards.�keys Number 255�sheets

Size 350*70MM Colour Black.�Grey

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM



SL-H200-Gold SL-H200-Silver

号

Material Kirsite

Size 288*73MM



1#CS

SIZE（MM）��

1#DS

SIZE（MM）�

Hotel�Lock�Mortise�Series
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2#CS

SIZE（MM）���

2#DS

SIZE（MM）���

Hotel�Lock�Mortise�Series
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SL-HA3--Modern�simple�anti-theft�door
Smart swipe card lock for anti-theft door. Simple and fashionable style.

SIZE（MM）���

Model SL-HA3

Material

Colour Grey

310

70

Al�alloy



（Customized�according�to�customer�requirements）

Model SL-HA3 Method Non-contact�induction�type

Unlock Sensor�cards.�keys Number 255�sheets

Size 310*70MM Colour Gold.White.�Grey

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

SL-HA3-Gold�

PARAMETER

SL-HA3-Grey SL-HA3-White



SL-HD2-Black SL-HD2-Silver SL-HD2-Red�bronze

号

Material

Size 330*75MM

SL-HD3-Black SL-HD3-Silver SL-HD3-Red�Bronze

SUS304

Size 340*70MM

Material

SUS304



SL-H1058-Silver� SL-H1058-Red�bronze SL-H1058-Black

SL-H1068-Gold SL-H1068-Silver SL-H1068-Red�bronze�

号

Material

Size 360*75MM

Material
Outer�304�Inner�
layer�steel�plate

Size 350*80MM

SUS304



SL-H1068-B-Silver� SL-H1068-B-Black

号

Material

Size 350*80MM

SUS201



Anti-theft�door�lock�Mortise

Overlock lock

Standard lock body Cylindrical lock body



SL-H1018--Small�and�exquisite�classic�style
Intelligent card swipe lock for Broken Bridge Aluminum Hotel.

SIZE（MM）���

Model SL-H1018

Material Stainless�steel

Colour Silver

300

50

Welcome



SL-H1018�series

PARAMETER

Model SL-H1018 Method Non-contact�induction�type

Credit�card�area

Hidden�key

Size 300*50MM Colour Silver,�Gold,�Black,�Red�bronze

Unlock Sensor�cards.�keys Lock�core All�copper�lock�core

（Customized�according�to�customer�requirements）

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM



Material�SUS�304�
Aluminium�Alloy�Optional

SL-H1018-Gold SL-H1018-Silver SL-H1018-Red�bronze SL-H1018-Black

SL-H1019-Silver SL-H1019-Black

号

Material

Size 310*40MM



Broken�Bridge�Aluminum�Door�Lock�Mortise�Series



Emergency�interface

SIZE（MM）���

SL-H2018---Wooden�door�brush�lock
Ball lock handle lock can be replaced directly.

Model SL-H2018

Material Electroplating�+�Wire�Drawing

Colour Silver

260

70



SL-H2018-Silver SL-H2018-Red�bronze SL-H2018-Black

PARAMETER

Model SL-H2018 Method Non-contact�induction�type

Size 260*70MM Colour Silver,�Black,�Red�bronze

Unlock Sensor�cards.�keys Lock�core All�copper�lock�core

（Customized�according�to�customer�requirements）

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM



Kirsite

SL-H2026--Simple�modern��wooden�door
Simple, firm and durable design style, zinc alloy material. Industrial main board design, 

with American standard five tongue lock body anti disturbance function.

The indoor knob can be rotated.

SIZE（MM）���

Model SL-H2026

Material

Colour Silver

230

50



SL-H2025 SL-H2026-Silver
Size

（Customized�according�to�customer�requirements）

Unlock Sensor�cards.�keys Number 255�sheets

Time <1S Distance <3CM

Frequency 125KHZ��(T5557) Frequency 13.56MHZ��(M1)

Battery�quantity Four�LR6�alkaline�batteries Voltage 1.5V

Low�Voltage�Alarm <�4.8V Induction�distance 0-5CM

Quiescent�current <20μA Dynamic�current <120mA

Temperature -10℃-60℃(-20℃-70℃)

Type Temic�E5557/M1FARE-1�card//apartment�ID�board

Thickness 38-55MM

PARAMETER

Model SL-H2025�2026 Method Non-contact�induction�type

Size 230*50MM Colour Silver.�Qing�Gu



SL-2019-Black SL-2019-Silver SL-2019-Gold

SL-2023-Gold SL-2023-Silver SL-2023-Black

Kirsite

Size 140*60MM

Material

Kirsite

Size R70MM

Material

60*85LOCK�BODY

A1�A2LOCK�BODY



Wooden�Door�Lock�Mortise�Series

A1 lock body (center distance 60MM)

B1 lock body (center distance 50MM) B2 lock body (center distance 50MM)

A2 lock body (center distance 70MM)

70MM

67MM

26MM

67MM

26MM

60MM

50MM

22MM

147MM

50MM

22MM 170MM



SUS�304

Material
�steel�plate

Outer�SUS304

LOCK�BODY 240*24

240*24

Size 350*80MM

Material

LOCK�BODY

Size 360*75MM
SL-HP1058-Black SL-HP1058-Silver SL-HP1058-Red�Bronze

SL-HP1068-Black� SL-HP1068-Silver� � � SL-HP1068-Red�Bronze� �SL-HP1068-Gold



SUS304

SL-HPD2-Black SL-HPD2-Silver SL-HPD2-Red�Bronze

SL-HPD3-Black SL-HPD3-Silver SL-HPD3-Red�Bronze

Material ��SUS304

LOCK�BODY 240*24

240*24

Size 330*75MM

Material

LOCK�BODY

Size 340*70MM



SL-HP1068-B-Black SL-HP1068-B-Silver

Material ��SUS201

LOCK�BODY 240*24

Size 350*80MM

SL-HPA3-Grey SL-HPA3-White SL-HPA3-Gold

Material ��Al�alloy

LOCK�BODY 240*24

Size 310*70MM



SL-HP508-Silver SL-HP508-Black SL-HP508-Gold

Material
�steel�plate

Outer�SUS304

LOCK�BODY 2#�short

�steel�plate

Outer�SUS304

2#�short

Size 308*77MM

Material

LOCK�BODY

Size 300*75MM

SL-HP5188-Black� SL-HP5188-Silver� ��SL-HP5188-Gold� ��SL-HP5188-Red�Brone



SL-HP152-Black� ��SL-HP152-Silver SL-HP152-Red�Bronze� SL-HP152-Gold

Material
�steel�plate

Outer�SUS304

LOCK�BODY

Size 306*75MM

2#�short

��SL-HPA2-Black� ����SL-HPA2-Silver ����SL-HPA2-Red�Bronze� SL-HPA2-Gold

Material
�steel�plate

Outer�SUS304

LOCK�BODY

Size 310*75MM

2#�short



Ti�Al�alloy

SL-HPA6-Black SL-HPA6Silver SL-HPA6-Gold

Material

LOCK�BODY

Size 300*75MM

2#�short

SL-HPA5-Silver SL-HPA5-Black SL-HPA5-Gold

Material

LOCK�BODY 2#�short

SUS304

Size 280*73MM



Ti�Al�alloy

SL-HPA8-Black SL-HPA8-Silver SL-HPA8-Gold

Material

LOCK�BODY

Size 300*75MM

2#�short

Kirsite

SL-HPA12-Black SL-HPA12-Silver SL-HPA12-Gold

Material

LOCK�BODY

Size 300*75MM

2#�short



SL-E101�White�(hotel�only)

SL-E201�White�(Time�Room�Number)

SL-E101�Gold�(hotel�only)

SL-E201��Gold�(Time�Room�Number)




